Mechanical Joint Gaskets
(for AWWA C110 & C153 Fittings) /
\

Standard AWWA C111/ANSI A21.11

SIZE

Material: SBR
Durometer 75 15

28 for sizes 3 in. - 24 in. (75mm-B00mm)
20 for sizes 30 in, - 48 in, (750mm-1200mm)

Pipe
0.D.
410C-03-SBR 3.96
410C-04-SBR 4.80
410C-06-SBR
410C-08-SBR
Standard Mechanical-Joint 410C-10-SBR
Gasket (D.l. Pipe O.D.) 410C-12-SBR
410C-14-SBR
410C-16-SBR
410C-18-SBR
410C-20-SBR
410C-24-SBR
410C-30-SBR
410C-36-SBR
410C-42-SBR
410C-48-SBR

Part No. Size

Part No.

4103-02-SBR
Transition Mechanical-Joint 4108-025-SBR

Gasket (Steel Pipe 0.D.) 410S-03-SBR
410S-04-SBR

4108-05-SBR
410S-06-SBR
4108-08-SBR
4108-10-SBR
4108-12-SBR

[+

2375
2.875
3.500
4.500
5.563
6.625
8.625
10.750
12.750
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Pipe
0.D.
Transition Mechanical-Joint 410SDR-04-SBR 421 091 075 031 410 016 051 1.22
Gasket (MJ x SDR 35) 410SDR-06-SBR 627 093 075 031 611 016 053 1.22
410SDR-08-SBR 8.40 095 075 031 820 0.16 0.55 1.22
410SDR-10-SBR 1050 0.92 075 031 1027 0.16 052 1.22
410SDR-12-SBR 1250 097 075 031 1225 016 057 1.22

Part No.

WARNING: This product can expose you to chemicals including lead, which is known to the State of California to
cause cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.
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